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JohnDeere.comDKAMSCWP Litho in U.S.A. (18-12)

This literature has been compiled for worldwide circulation. While general information, pictures, and descriptions are provided,  
some illustrations and text may include finance, credit, insurance, product options, and accessories NOT AVAILABLE in all regions. 
PLEASE CONTACT YOUR LOCAL DEALER FOR DETAILS. John Deere reserves the right to change specifications, design, and price  
of products described in this literature without notice.

Specifications

MS60 MS72 MS84 MS96

Weight 208 kg (458 lb.) 234 kg (516 lb.) 267 kg (589 lb.) 298 kg (656 lb.)

Width 1524 mm (60 in.) 1829 mm (72 in.) 2134 mm (84 in.) 2438 mm (96 in.)

Height 762 mm (30 in.)  762 mm (30 in.)  762 mm (30 in.) 762 mm (30 in.)

Depth 762 mm (30 in.)  762 mm (30 in.)  762 mm (30 in.) 762 mm (30 in.)

Connection

  Hydraulic None None None None

  Electrical None None None None

Vehicle 
Compatibility

312GR, 314G, 
316GR, and 318G

Skid Steers

312GR, 314G, 316GR, 
318G, 320G, and 
324G Skid Steers; 
317G CTL

320G, 324G, 330G, 
and 332G Skid Steers; 

317G, 325G, 331G, and 

333G CTLs

320G, 324G, 330G, 
and 332G Skid Steers; 

325G, 331G, and 333G 

CTLs

•  Effortlessly push or scrape manure, mud, light snow, and other wet or sloppy materials.  
Rubber cutting edges are ideal for cleanup on hard surfaces such as concrete and asphalt.

•  Standard pull-back edge works well for cleaning out corners and difficult-to-reach places.

•  Bolt-on rubber edges are easy to change and reversible, for extended wear life.

•  Like all Worksite Pro™ attachments, these scrapers are optimized to work with John Deere  
skid steers and compact track loaders (CTLs). They’re also compatible with many competitive 

models. See your local Deere dealer for details. 

MATERIAL/MANURE 

SCRAPERS
MS60 | MS72 | MS84 | MS96


