
*See operator’s manual for addional details.Nov 2023. Release Date.

REPLACEMENT PARTS GUIDE
3028EN and 3036EN Tractor (India & Export Edition)

CLICK PART NUMBER TO BUY

OIL FILTER
SJ28834
Replace after every 100 hours and change 
every 250 hours and every 1250 hours.

HYDRAULIC

ENGINE
PRIMARY FUEL FILTER 
MIU801267 
SECONDARY FUEL FILTER 
M811032
Replace after every 50 hours and every 500 
hours or annually, whichever occurs first.

PRIMARY AIR FILTER
SJ16911
SECONDARY AIR FILTER
SJ16914 
Change after every 1000 hours or  
replace as required.

OIL FILTER 
MIU800646 
Replace after Initial 100 Hours and every  
250 hours.
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 https://jdparts.deere.com/servlet/com.deere.u90.jdparts.view.servlets.partinfocontroller.PartDetails?screenName=JDSearch&&partSearchNumber=SJ28834
 https://jdparts.deere.com/servlet/com.deere.u90.jdparts.view.servlets.partinfocontroller.PartDetails?screenName=JDSearch&&partSearchNumber=MIU801267
 https://jdparts.deere.com/servlet/com.deere.u90.jdparts.view.servlets.partinfocontroller.PartDetails?screenName=JDSearch&&partSearchNumber=M811032
https://jdparts.deere.com/servlet/com.deere.u90.jdparts.view.servlets.partinfocontroller.PartDetails?screenName=JDSearch&&partSearchNumber=SJ16911
https://jdparts.deere.com/servlet/com.deere.u90.jdparts.view.servlets.partinfocontroller.PartDetails?screenName=JDSearch&&partSearchNumber=SJ16914
 https://jdparts.deere.com/servlet/com.deere.u90.jdparts.view.servlets.partinfocontroller.PartDetails?screenName=JDSearch&&partSearchNumber=MIU800646


*See operator’s manual for addional details.Nov 2023. Release Date.

CAPACITIES
3028EN and 3036EN Tractor (India & Export Edition)

CAPACITIES (Approximate):

Fuel Tank:
................................................................................ 32 L (7.03 gal) 

Crankcase including Filter Change: 
Plus-50™ II
3028EN.................................................................. 3.6 L (0.79 gal)  
3036EN.................................................................. 3.9 L (0.85 gal)

Cooling System: 
Cool-Gard™ II

.................................................................................... 7 L (1.5 gal)

 
Transmission and Hydraulic System: 
Hy-Gard™
.................................................................................. 31 L (6.8 gal)
Front Axle: 

............................................................................... 3.3 L (0.72 gal)



*See operator’s manual for addional details.Nov 2023. Release Date.

BRAKE DISK
SU60470 

CLUTCH DISK
SU56491

ALTERNATOR
SJ33958 (50 A)

REPLACEMENT PARTS GUIDE
3028EN and 3036EN Tractor (India & Export Edition)

CLICK PART NUMBER TO BUY
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AXLE

SEAT
SJ34324 (W/ SEAT BELT) (FOR EXPORT)) 
SJ34274 (W/ SEAT BELT,   
            W/ DRAFT SENSING ROCKSHAFT) 
SJ27132 (ALL) 
SJ30323 (BACK) 
SJ30324 (BOTTOM) 

FAN BELT DRIVE
SU48742 (S.NO: - 000267) (3028EN)
SU56496 (S.NO: 000268-) (3028EN)
SU31227 (3036EN)

TIE ROD 
SJ29312  
SJ24673 (RH) (BALL JOINT)
SJ24674 (LH) (BALL JOINT)

CAB

ENGINE
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 https://jdparts.deere.com/servlet/com.deere.u90.jdparts.view.servlets.partinfocontroller.PartDetails?screenName=JDSearch&&partSearchNumber=SU60470
https://jdparts.deere.com/servlet/com.deere.u90.jdparts.view.servlets.partinfocontroller.PartDetails?screenName=JDSearch&&partSearchNumber=SU56491
https://jdparts.deere.com/servlet/com.deere.u90.jdparts.view.servlets.partinfocontroller.PartDetails?screenName=JDSearch&&partSearchNumber=SJ33958
 https://jdparts.deere.com/servlet/com.deere.u90.jdparts.view.servlets.partinfocontroller.PartDetails?screenName=JDSearch&&partSearchNumber=SJ34324
 https://jdparts.deere.com/servlet/com.deere.u90.jdparts.view.servlets.partinfocontroller.PartDetails?screenName=JDSearch&&partSearchNumber=SJ34274
 https://jdparts.deere.com/servlet/com.deere.u90.jdparts.view.servlets.partinfocontroller.PartDetails?screenName=JDSearch&&partSearchNumber=SJ27132
 https://jdparts.deere.com/servlet/com.deere.u90.jdparts.view.servlets.partinfocontroller.PartDetails?screenName=JDSearch&&partSearchNumber=SJ30323
 https://jdparts.deere.com/servlet/com.deere.u90.jdparts.view.servlets.partinfocontroller.PartDetails?screenName=JDSearch&&partSearchNumber=SJ30324
 https://jdparts.deere.com/servlet/com.deere.u90.jdparts.view.servlets.partinfocontroller.PartDetails?screenName=JDSearch&&partSearchNumber=SU48742
 https://jdparts.deere.com/servlet/com.deere.u90.jdparts.view.servlets.partinfocontroller.PartDetails?screenName=JDSearch&&partSearchNumber=SU56496
 https://jdparts.deere.com/servlet/com.deere.u90.jdparts.view.servlets.partinfocontroller.PartDetails?screenName=JDSearch&&partSearchNumber=SU31227
 https://jdparts.deere.com/servlet/com.deere.u90.jdparts.view.servlets.partinfocontroller.PartDetails?screenName=JDSearch&&partSearchNumber=SJ29312
 https://jdparts.deere.com/servlet/com.deere.u90.jdparts.view.servlets.partinfocontroller.PartDetails?screenName=JDSearch&&partSearchNumber=SJ24673
 https://jdparts.deere.com/servlet/com.deere.u90.jdparts.view.servlets.partinfocontroller.PartDetails?screenName=JDSearch&&partSearchNumber=SJ24674

