
Jan 2023 Release Date.

REPLACEMENT PART GUIDE
6180CI510 PowerTech 18.0 L OEM Engine (FT4/SV)
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STARTER 
DZ114758 (24V) (3003) INCLUDING  
                  SAFETY SIGN, LABLE, COVER

PRIMARY FUEL FILTER
DZ124765 (3501, 3504)
SECONDARY FUEL FILTER
DZ124786 (3501, 3504) 
500 hrs of operation or every 12 months.
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CRANKSHAFT PULLEY 
11424455 (OD = 250 mm) (1301, 1302) 
TORSIONAL DAMPER 
11424454 (OD = 455 mm) (1301, 1302)

FAN BELT
T356889 (LGTH = 2600 mm) (2401)

ALTERNATOR
RE558678 (24V, 150A) (3104) 
RE558675 (24V, 60A) (3101)
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OIL FILTER 
RE572785 (5903)
500 hrs of operation or every 12 months.
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 https://jdparts.deere.com/servlet/com.deere.u90.jdparts.view.servlets.partinfocontroller.PartDetails?screenName=JDSearch&&partSearchNumber=DZ114758
 https://jdparts.deere.com/servlet/com.deere.u90.jdparts.view.servlets.partinfocontroller.PartDetails?screenName=JDSearch&&partSearchNumber=DZ124765
 https://jdparts.deere.com/servlet/com.deere.u90.jdparts.view.servlets.partinfocontroller.PartDetails?screenName=JDSearch&&partSearchNumber=DZ124786
 https://jdparts.deere.com/servlet/com.deere.u90.jdparts.view.servlets.partinfocontroller.PartDetails?screenName=JDSearch&&partSearchNumber=11424455
 https://jdparts.deere.com/servlet/com.deere.u90.jdparts.view.servlets.partinfocontroller.PartDetails?screenName=JDSearch&&partSearchNumber=11424454
 https://jdparts.deere.com/servlet/com.deere.u90.jdparts.view.servlets.partinfocontroller.PartDetails?screenName=JDSearch&&partSearchNumber=T356889
 https://jdparts.deere.com/servlet/com.deere.u90.jdparts.view.servlets.partinfocontroller.PartDetails?screenName=JDSearch&&partSearchNumber=RE558678
 https://jdparts.deere.com/servlet/com.deere.u90.jdparts.view.servlets.partinfocontroller.PartDetails?screenName=JDSearch&&partSearchNumber=RE558675
 https://jdparts.deere.com/servlet/com.deere.u90.jdparts.view.servlets.partinfocontroller.PartDetails?screenName=JDSearch&&partSearchNumber=RE572785

